
Features: 
 

 Fast charging of lithium cells 
 

 Further charge of the cells during the equalization charge 
 

 10-turn precision trimmer and accurate voltage reference for precise adjust of the 
charging currents 

 

 Output voltage 1 and 2: Adjustable in the range of 1.2V to 5V  
(corresponding to 0 % - 100 % charging current of the battery charger) 

 

 Switching between control voltage 1 and 2 as a function of the BMS - signal 
 

 Control input electrically isolated 
 

 12 V power supply from the charger possible, max. 3 mA current consumption 
 

 Can also be used as a linear voltage regulator with adjustable output voltage 
 
 For POW-, ELCON-, TC- charger (or compatible) 
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With our CHARGER-CTR-1 the LiPro BMS can control chargers with 0 V to 
5 V remote control input, to protect each cell from over charging. Charging current 
and the charging current during the charge balance can be adjusted through two 
precision trimmers. This ensures that not yet fully charged cells are still charged 
with the maximum equalizing current, even if other cells are already fully charged. 
The operating voltage can be obtained from the charger. 
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Mechanical data: 

 Dimensions   68 mm x 58 mm x 30 mm 

 Wight   0,1 kg 

 Maximum cable size   AWG 26 - 16 (0,1 to 1,5mm²) 

 Protection class   IP00 
 
 
Electrical data:    

 Input voltage range control signal   0 V to 60 V  

 Supply voltage   12 V (+- 10 %) 

 Switching threshold control signal   about 5,5 V 

 Output voltage   1,2 V – 5 V  

 Maximum output current   100 mA 

 Self power consumption   < 3 mA  

    
Environmental: 

 Ambient temperature    - 20 °C bis + 45 °C 

 Storage Temperature     - 20 °C bis + 85 °C 
 
 


